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DETAILED ACTION 

1. This action is responsive to the Amendment filed on November 15 th 2004. The Applicant has 
canceled claims 10-14, and 22. Claims 37-40 are new claims. Claims 1-9, 15-21, 23-40 are 
presented for examination. 

Double Patenting 

2. Claims 1-3, 5-7, 10, 12-15, 17-21, 23, and 30 have been provisionally rejected under the judicially 
created doctrine of obviousness-type double patenting as being unpatentable over claims 1, 8-10, 
12-16,18, 20-21 , and 28 of copending Application No. 09999451 in view of Buzbee et al. (US 
5933622), hereinafter, Buzbee et al. (see Office Action mailed August 26 th 2004). 

It is noted that the Applicant reserves the response to this rejection until such time 
if/when the provisional status of the rejection is lifted. 

Claim Rejections - 35 USC §112 

3. The following is a quotation of the second paragraph of 35 U.S.C. 112: 

The specification shall conclude with one or more claims particularly pointing out and distinctly claiming the 
subject matter which the applicant regards as his invention. 

4. Claim 40 is rejected under 35 U.S.C. 112, second paragraph, as being indefinite for failing to 
particularly point out and distinctly claim the subject matter which applicant regards as the 
invention. 

The term "substantially all" in claim 40 (line 2) is a relative term which renders the claim 
indefinite. The term "substantially all" is not defined by the claim, the specification does not 
provide a standard for ascertaining the requisite degree, and one of ordinary skill in the art would 
not be reasonably apprised of the scope of the invention. The office's rationale for viewing the 
term "substantially all" as relative term is such that according to a measuring system, the term 
"substantially all" [execution of a program] can be used to define an execution of a program which 
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has reached at least 52 percent of the code contained therein. According to yet another 
measuring system, the same term can be used to define an execution of a program which has 
reached at least 95 percent of the code contained therein. Furthermore, the definition of 
"substantially all" according to one system which uses the 95 percent mark differs greatly from the 
definition of the same term according to another system which uses, for instance, a 95.99 percent 
mark in measuring the degree/amount to which a program is executed. 



Response to Arguments 

5. Applicant's arguments filed November 15 th 2004 have been fully considered but they are not 
persuasive. 

In response to applicant's argument with respect to claims 4, 8-9, 1 1 which have been 
rejected under 35 U.S.C. 103(a) as being unpatentable over Buzbee et al. in view of Lethin et al. 
(Lethin et al., US 6463582) that "neither reference provides a suggestion or motivation to modify 
the Buzbee system to include a just-in-time compiler", the Examiner recognizes that obviousness 
can only be established by combining or modifying the teachings of the prior art to produce the 
claimed invention where there is some teaching, suggestion, or motivation to do so found either in 
the references themselves or in the knowledge generally available to one of ordinary skill in the 
art. See In re Fine, 837 F.2d 1071, 5 USPQ2d 1596 (Fed. Cir. 1988)and In re Jones, 958 
F.2d 347, 21 USPQ2d 1941 (Fed. Cir. 1992). In this case, both references have suggested the 
motivation (which has been cited in claim 4, see Office Action mailed August 26 th 2004) to 
combine for the inclusion of the just-in-time compiler (see translating code, different instruction 
set, original source code, hardware, new computer col. 1 : 10-45 of Buzbee et al.; see dynamic 
object code conversion method, host processor col.1 :5-40 of Lethin et al.; see host processor, 
target processor Abstract of Lethin et al.). It is further noted that suggestion or motivation for the 
inclusion of the just-in-time compiler can also found in the knowledge generally available to one of 
ordinary skill in the art at the time of the Applicant's invention (see just-in-time compiler 
http://whatis.techtarqet.com/definition/0..sid9 qci212423.00.html ). 
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In response to applicant's argument with respect to claims 5, 12, and 30 which have been 
rejected under 35 U.S.C. 103(a) as being unpatentable over Buzbee et al. in view of Challenger 
et al. ( Challenger et al., US 6256712) that "neither reference provides a suggestion or motivation 
to modify the Buzbee system to include an application programming interface for emitting 
translated program instructions into a code cache", the Examiner recognizes that obviousness 
can only be established by combining or modifying the teachings of the prior art to produce the 
claimed invention where there is some teaching, suggestion, or motivation to do so found either in 
the references themselves or in the knowledge generally available to one of ordinary skill in the 
art. See In re Fine, 837 F.2d 1071, 5 USPQ2d 1596 (Fed. Cir. 1988) and In re Jones, 958 
F.2d 347, 21 USPQ2d 1941 (Fed. Cir. 1992). In this case, the motivation to combine the 
reference for the inclusion of the application programming interface (API) (which has been cited in 
claim 5, see Office Action mailed August 26 th 2004) can be found in the knowledge generally 
available to one of ordinary skill in the art at the time of the Applicant's invention (see for 
example, API http://www.cnet.com/Resources/lnfo/Glossarv/Terms/api.html ; see API 
http://www.webopedia.eom/TERM/A/API.html ). 

In response to applicant's argument with respect to claims 6 and 7 that "neither reference 
renders obvious 'interpreting and executing program instructions that have not be[en] emitted into 
the at least one code cache'... neither Buzbee nor Morely discloses 'interpreting' program 
instructions", the Examiner respectfully asks that the Applicant refer to the following definition of 
"interpreting" (program instructions) from Microsoft Computer Dictionary (Fifth Edition): 
Interpret vb. 

1 . To translate a statement or instruction into executable form and then execute it. 

2. To execute a program by translating one statement at a time into executable form and 
executing it before translating the next statement, rather than by translating the program 
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completely into executable code (compiling it) before executing it separately. See also 

interpreter. Compare compile. 
According to the above definition, that is to say, the established meaning of "interpreting" in the 
art, the claimed limitation "interpreting program instructions" is clearly inherent in the dynamic 
translation system disclosed by Buzbee et al. (e.g., see emulators, emulation system col.1 :25- 
col.2:35; see dynamic translation system, run-time, executed, cache col. 2:64-col. 3:20). 

6. Applicant's arguments with respect to claims 1-9, 15-21, 23-40 have been considered but are 
moot in view of the following new ground(s) of rejection. 

Claim Rejections - 35 USC § 103 

7. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all obviousness 
rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art 
are such that the subject matter as a whole would have been obvious at the time the invention was made to 
a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not be 
negatived by the manner in which the invention was made. 

8. Claims 1-3, 5, 15, 17-19, 30-37 rejected under 35 U.S.C. 103(a) as being unpatentable over 
Buzbee et al. in view of Challenger et al.. 

Claim 1 

Buzbee et al. teach a method (e.g., col.1 :5-10) and system (e.g., col.2:65) for executing a program 
written for an original computer system (e.g., see Abstract first computer) on a different host computer system 
(e.g., see Abstract second computer), comprising: 

o fetching original program instructions (e.g., see instruction, original code col.1 :28-50) 
during execution of the program with an interpreter/emulator (e.g., see emulators, translate 
an instruction col.1 :28-35, see dynamic translation system col.2:65-col.3:35); 
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o dynamically translating (i.e. , interpreting) the original program instructions into instructions 
that can be executed by the host computer system (e.g., see instructions, new instruction 
set col.1 :28-50; see dynamic translation system, blocks of code, sequence of 
instructions, trace, traces, target architecture, col.2:65-col.3:35) 
o dynamically emitting translated program instructions into at least one code cache (e.g., see 

cache, executed col. 3:16-19) of a virtual machine (e.g., col. 1:39-45); and 
o dynamically executing the translated instructions from the at least one code cache in lieu of the 
original program instructions when a semantic function of the original program instruction is 
requested (e.g., see cache, executed, source address, source code col. 3:14-35). 
Buzbee et al. do not expressly disclose the at least one code cache of a dynamic execution layer 
interface of the virtual machine. However, Challenger et al. disclose dynamically emitting data into 
the at least one code cache (e.g., see cache 2 FIG.1 c & associated text) via an application programming 
interface (API) of a dynamic execution layer interface (e.g., see cache manager 1, API's FIG.1 A & 
associated text) that is associated with a translator (e.g., see FIG. 5 & associated text; see compiler, 
run-time system col.27:50-55). It would have been obvious to one of ordinary skill in the pertinent 
art at the time the invention was made to combine the teaching of Buzbee et al. with that of 
Challenger et al. to obtain a dynamic execution interface (i.e., API) which mediates between a 
translator and the at least one code cache since APIs, in general, are known to provide a level of 
abstraction between the application and the its functions/utilities/services to ensure 
portability/reusability of the code. Furthermore, APIs are designed to encapsulate complex 
implementation/coding of the API's functions, thus providing a streamlined interface to other 
applications/programs/software using the application. Other applications (e.g., a translator) can 
then utilize the application's services/functions (e.g., emit fragment, invalidate fragment) via 
invoking the methods exposed in the interface (e.g., cache manager API), without undue 
modification of the other applications' codes. 
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Claims 2-3 

Claims recite limitations, which have been addressed in claim 1 (see interpreter/emulator in claim 
1 ), therefore, are rejected for the same reasons as cited in claim 1 . 

Claim 5 

Claim recites limitations, which have been addressed in claim 1 (see emitting translated program 
instruction into at least one code cache, application programming Interface in claim 1 ), therefore, is rejected for the 
same reasons as cited in claim 1 . 

Claim 15 

Buzbee et al. teach an emulation program (e.g., see programs, translating code, different instruction 
sets col.1 :10-1 5; see emulators, translate an instruction col. 1:28-35, see dynamic translation system 
col.2:65-col.3:35) configured to emulate an original computer system (e.g., see Abstract first computer) for which 
a program was written, the emulation program stored on a computer-readable medium (e.g., see branch taking trap, 
trap handling routine col. 2:40-55) and comprising: 

o logic configured to dynamically translate (i.e., interpret) original program code into instructions that can be 

executed by a host computer system (e.g., see instructions, new instruction set col.1 :28-50; see 

dynamic translation system, blocks of code, sequence of instructions, trace, traces, target 

architecture, col. 2:65-col. 3:35; see Abstract second computer); 
o logic configured to dynamically emit code fragment translations of the original program code (e.g., see 

dynamic translation system, blocks of code, sequence of instructions, trace, traces, target 

architecture, col.2:65-col.3:35;) into at least one code cache (e.g., see cache, execufedcol.3:16-19) 

of a virtual machine (e.g., col.1 :39-45); and 
o logic configured to dynamically execute the code fragments within the at least one code cache in lieu of the 

original program code when a semantic function of the associated program code is requested (e.g., see 

cache, executed, source address, source code col. 3:14-35). 
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Buzbee et al. do not expressly disclose the at least one code cache of a dynamic execution layer 
interface of the virtual machine. However, Challenger et al. disclose dynamically emitting data into the at 
least one code cache (e.g., see cache 2 FIG.1 c & associated text) via an application programming interface (API) 
of a dynamic execution layer interface (e.g., see cache manager 1, API's FIG.1 A & associated text) that is 
associated with a translator (e.g., see FIG. 5 & associated text; see compiler, run-time system col. 27:50-55). 
It would have been obvious to one of ordinary skill in the pertinent art at the time the invention was made 
to combine the teaching of Buzbee et al. with that of Challenger et al. to obtain a dynamic execution 
interface (i.e., API) which mediates between a translator and the at least one code cache since APIs, in 
general, are known to provide a level of abstraction between the application and the its 
functions/utilities/services to ensure portability/reusability of the code. Furthermore, APIs are designed to 
encapsulate complex implementation/coding of the API's functions, thus providing a streamlined interface 
to other applications/programs/software using the application. Other applications (e.g., translator) can 
then utilize the application's services/functions (e.g., emit fragment, invalidate fragment) via invoking the 
methods exposed in the interface (e.g., cache manager API), without undue modification of the other 
applications' codes. 

Claim 17 

Claim recites limitations, which have been addressed in claim 15 (see emit code fragment 
translations, application programming interface in claim 1 5), therefore, is rejected for the same reasons as 
cited in claim 15. 

Claim 18 

Claim recites limitations, which have been addressed in claim 15 (see interpret, execute in claim 
15), therefore, is rejected for the same reasons as cited in claim 15. 



Claim 19 
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The rejection of base claim 15 is incorporated. Buzbee et al. further teach logic configured to 
emulate exception handling actions of the original computer system for which a program was written (e.g., see source 
machine, source code, asynchronous event handling, trap handling routine, execution, halted col. 2:65- 
col.4:65). 

Claim 30 

Buzbee et al. teach a translator/emulating system comprising: 
o emit code fragment function with which the translator can emit code fragments (e.g., see dynamic 
translation system, blocks of code, sequence of instructions, trace, traces, target architecture, 
col.2:65-col.3:35) into code cache (e.g., see cache, execufedcol.3:16-19); and 
o an execute function with which the translator can request execution of code fragments contained within the at 
least one code cache (e.g., see cache, executed col. 3: 14-35). 
Buzbee et al.- do not expressly disclose an application programming interface configured to link a 
translator to a dynamic execution interface of the emulating system, comprising: an emit fragment 
function with which the translator can emit code fragments into code caches of the dynamic execution 
layer interface; and an execute function with which the translator can request execution of code 
fragments contained within the at least one code cache. However, Challenger et al. disclose emitting data 
into the at least one code cache (e.g., see cache 2 FIG.1A & associated text) via an application programming 
interface (API) of adynamic execution layer interface (e.g., see cache manager 1, API's FIG.1A & associated 
text) that is linked to a translator (e.g., see FIG. 5 & associated text; see compiler, run-time system 
col.27:50-55). Challenger et al. further teach 

o the emit fragment function (e.g., see 410 FIG.4 & associated text) can be used to perform 
at least one of tracking a cached code fragment and associating metadata (e.g., see object id 
FIG.4 & associated text) with a cached code fragment, 
o a lookup fragment function with which cached code fragments can be retrieved {e.g., see 415 
FIG.4 & associated text). 
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o an invalidate fragment function with which individual cached code fragments can be invalidated 

(e.g., see 450 FIG.4 & associated text), 
o a cache flush function in which caches of the dynamic execution layer interface can be flushed 

(e.g., col.1 :30-35, col. 5:41 -42, see 410 FIG.4 & associated text), 
o an install callback function with which the translator can be notified as to particular events that 

occur within the dynamic execution layer interface (e.g., see return status 1240 FIG.6 & 

associated text, see 1680 FIG. 7 & associated text, see 1150 FIG.8 & associated text, 

see FIG.9-1 1 , 17 & associated text), 
o a enumerate fragment function with which cached code fragments can be numerated using 

associated metadata (e.g., see 470 FIG.4 & associated text). 
It would have been obvious to one of ordinary skill in the pertinent art at the time the invention was made 
to combine the teaching of Buzbee et al. with that of Challenger et al. to obtain a application programming 
interface (API) configured to link a translator to a dynamic execution layer interface to enable the 
translator to emit program code into the code cache and request execution of the program code, since 
APIs, in general, are known to provide a level of abstraction between the applications and the their 
functions/utilities/services to ensure portability/reusability of the code. Furthermore, APIs are designed to 
encapsulate complex implementation/coding of the API's functions (i.e., emit fragment function, cache 
flush function), thus providing a streamlined interface to other applications/programs/software using the 
application. Other applications (e.g., the translator) can then utilize the application's services/functions 
(e.g., emit fragment function, invalidate fragment function) via invoking the methods exposed in the 
interface (e.g., cache manager API), without undue modification of the other applications' codes. 

Claim 31 

The rejection of base claim 30 is incorporated. Challenger et al. further teach the emit fragment 
function (e.g., see 410 FIG.4 & associated text) can be used to perform at least one of tracking a cached code 
fragment and associating metadata (e.g., see objectjd FIG.4 & associated text) with a cached code fragment. 
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Since the function is part of the API (i.e., cache manager) taught by Challenger et al., the motivation to 
incorporate Challenger et al. into that of Buzbee et al. is the same, which has been cited in claim 30. 

Claim 32 

The rejection of base claim 30 is incorporated. Challenger et al. further teach a lookup fragment 
function with which cached code fragments can be retrieved (e.g., see 415 FIG.4 & associated text). Since the 
function is part of the API (i.e., cache manager) taught by Challenger et al., the motivation to incorporate 
Challenger et al. into that of Buzbee et al. is the same, which has been cited in claim 30. 

Claim 33 

The rejection of base claim 30 is incorporated. Challenger et al. further teach an invalidate 
fragment function with which individual cached code fragments can be invalidated (e.g., see 450 FIG.4 & 
associated text). Since the function is part of the API (i.e., cache manager) taught by Challenger et al., 
the motivation to incorporate Challenger et al. into that of Buzbee et al. is the same, which has been cited 
in claim 30. 

Claim 34 

The rejection of base claim 30 is incorporated. Challenger et al. further teach a enumerate fragment 
function with which cached code fragments can be numerated using associated metadata (e.g., see 470 FIG.4 & 
associated text). Since the function is part of the API (i.e., cache manager) taught by Challenger et al., 
the motivation to incorporate Challenger et al. into that of Buzbee et al. is the same, which has been cited 
in claim 30. 

Claim 35 

The rejection of base claim 30 is incorporated. Challenger et al. further teach a cache flush function 
in which caches of the dynamic execution layer interlace can be flushed (e.g., col. 1:30-35, col. 5:41-42, see 410 
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FIG.4 & associated text). Since the function is part of the API (i.e., cache manager) taught by Challenger 
et al., the motivation to incorporate Challenger et al. into that of Buzbee et al. is the same, which has 
been cited in claim 30. 

Claim 36 

The rejection of base claim 30 is incorporated. Challenger et al. further teach an install callback 
function with which the translator can be notified as to particular events that occur within the dynamic execution layer 
interface (e.g., see return status 1240 FIG. 6 & associated text, see 1680 FIG.7 & associated text, see 
1150 FIG.8 & associated text, see FIG.9-11, 17 & associated text). Since the function is part of the API 
(i.e., cache manager) taught by Challenger et al., the motivation to incorporate Challenger et al. into that 
of Buzbee et al. is the same, which has been cited in claim 30. 

Claim 37 

The rejection of base claim 1 is incorporated. Buzbee et al. further teach accessing original memory 
addresses to identify actual locations of the instructions on the host computer system (e.g. , see source address, 
target address, target architecture col.2:65-col.3:35). 

9. Claims 4, 8-9, 16, 20-29 are rejected under 35 U.S.C. 103(a) as being unpatentable over Buzbee 
et al. in view of Challenger et al., further in view of Lethin et al.. 

Claim 4 

The rejection of base claim 1 is incorporated. Buzbee et al. further teach dynamically translating the 
program instructions with an optimizing compiler (e.g., see compilers, optimizing compilers col.4:40-65). 
Buzbee et al. do not expressly disclose the optimizing compiler as being just-in-time (JIT) compiler. 
However, Lethin et al. discloses an optimizing compiler as being the JIT compiler/translator (e.g., see Abstract, 
FIG.24,25 & associated text). Lethin et al. further disclose the JIT compiler growing a code segment by linking 
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program instructions together prior to emitting translated program code (e.g., col.2:10-15, see FIG.2,8,9,10 & 
associated text). It would have been obvious to one of ordinary skill in the pertinent art at the time the 
invention was made to modify the teaching of Buzbee et al. to include the JIT compiler as disclosed by 
Lethin et al., which would produce the expected result with reasonable success. And the motivation for 
doing so would have been that traditional compilers would need to obtain and compile the source code to 
produce the corresponding executable code. The downside of traditional compilers is that the source 
code might not be obtainable to a new computer system with a different instruction set, and traditional 
compilers produce executable code which is platform-dependent. JIT compilers would have been 
preferred instead as being capable of determining program methods/instructions which are called most 
often, interpreting and translating the associated byte code at runtime to produce platform-independent 
executable code for the instructions. 

Claims 8-9, 16 

Claims recite limitations, which have been addressed in claim 4 (see JIT compiler, growing a code 
segment by linking program instructions together prior to emitting translated program code in claim 4), therefore, are 
rejected for the same reasons as cited in claim 4. Since the claimed feature is part of the JIT compiler 
disclosed by Lethin et al., motivation for incorporating Lethin et al. into Buzbee et al. is the same, which 
has been cited in claim 4. 

Claim 20 

Buzbee et al. teach a system (e.g., col.2:65) for executing program code that was written for an original 
computer system (e.g., see Abstract first computer) on a different host computer system (e.g., see Abstract 
second computer), comprising: 

o an emulator (e.g., see emulators, translate an instruction col.1 :28-35) configured to fetch original 

program instructions during execution of a program (e.g., see instruction, original code col.1 :28-50; see 

dynamic translation system col.2:65-col.3:35); 
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o a compiler (e.g., see compilers, optimizing compilers col.4:40-65) configured to dynamically translate 
the original program instructions Into instructions that can be executed by the host computer system (e.g., 
see instructions, new instruction set col.1 :28-50; see dynamic translation system, blocks of code, 
sequence of instructions, trace, traces, target architecture, col. 2:65-col. 3:35) 
o a virtual machine (e.g., col.1 :39-45) including a core having at least one code cache in which code fragments 
can be dynamically cached and executed (e.g., see cache, executed col. 3: 14-35); and 
Buzbee et al. do not expressly disclose the compiler being a just-in-time compiler. However, Lethin et al. 
disclose a just-in-time compiler (e.g., see Abstract, FIG.24,25 & associated text). However, Lethin et al. 
discloses an optimizing compiler as being the JIT compiler/translator (e.g., see Abstract, FIG.24,25 & 
associated text). Lethin et al. further disclose the JIT compiler growing a code segment by linking program 
instructions together prior to emitting translated program code (e.g., col. 2:10-15, see FIG.2,8,9,10 & associated 
text). It would have been obvious to one of ordinary skill in the pertinent art at the time the invention was 
made to modify the teaching of Buzbee et al. to include the JIT compiler as disclosed by Lethin et al., 
which would produce the expected result with reasonable success. And the motivation for doing so would 
have been that traditional compilers would need to obtain and compile the source code to produce the 
corresponding executable code. The downside of traditional compilers is that the source code might not 
be obtainable to a new computer system with a different instruction set, and traditional compilers produce 
executable code which is platform-dependent. JIT compilers would have been preferred instead as being 
capable of determining program methods/instructions which are called most often, interpreting and 
translating the associated byte code at runtime to produce platform-independent executable code for the 
instructions. 

Buzbee et al. do not expressly disclose the virtual machine comprising a dynamic execution layer 
interface and an application programming interface that links the translator to the virtual machine. 
However, Challenger et al. disclose dynamically emitting data into the at least one code cache (e.g., see cache 2 
FIG. 1 c & associated text) via an application programming interface (API) of a dynamic execution layer interface 
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(e.g., see cache manager 1, API's FIG.1A & associated text) that is associated with a translator (e.g., see 
FIG. 5 & associated text; see compiler, run-time system col.27:50-55). It would have been obvious to one 
of ordinary skill in the pertinent art at the time the invention was made to combine the teaching of Buzbee 
et al. with that of Challenger et al. to obtain a dynamic execution interface (i.e., API) which mediates 
between a translator and the at least one code cache since APIs, in general, are known to provide a level 
of abstraction between the application and the its functions/utilities/services to ensure 
portability/reusability of the code. Furthermore, APIs are designed to encapsulate complex 
implementation/coding of the API's functions, thus providing a streamlined interface to other 
applications/programs/software using the application. Other applications (e.g., a translator) can then 
utilize the application's services/functions (e.g., emit fragment, invalidate fragment) via invoking the 
methods exposed in the interface (e.g., cache manager API), without undue modification of the other 
applications' codes. 

Claim 21 

The rejection of base claim 20 is incorporated. Claim recites limitations, which have been 
addressed in claim 1 (see interpreter/emulator in claim 1 ), therefore, is rejected for the same reasons as 
cited in claim 1 . 

Claim 23 

The rejection of base claim 20 is incorporated. Claim recites limitations, which have been 
addressed in claim 30, therefore, is rejected for the same reasons as cited in claim 30. 

Claims 24-29 

Claims recite limitations, which have been addressed in claims 31-36, therefore, are rejected for 
the same reasons as cited in claims 31-36. 
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10. Claims 6-7 are rejected under 35 U.S.C. 103(a) as being unpatentable over Buzbee et al. in view 
of Challenger et al. further in view of Morley of record, hereinafter, Morley. 

Claim 6 

The rejection of base claim 1 is incorporated. Buzbee et al. further teach the step of interpreting 
program instructions that bave not been emitted into the at least one code cache (see interpreting, emitting translated 
program instructions in claim 1 ). Buzbee et al. do not expressly disclose the step of executing program 
code that has not been emitted into the at least one code cache. However, Morley discloses an emulation 
method and program (e.g., col.1 :5-12, col. 3:32-33) for emulating an original computer system for which a program 
was written (e.g., see Abstract, col. 3:33-35), the emulation program stored on computer-readable medium (e.g., 
col.3:37-44), the method/program comprising the step of executing program code that has not been emitted into the at 
least one code cache (e.g., col.1 :44-49 & 60-65, col.3:65-col.4:6). It would have been obvious to one of 
ordinary skill in the pertinent art at the time the invention was made to combine that teaching of Morley 
with that of Buzbee et al. to include the step of executing program code that has not been emitted into the 
at least one code cache which would produce the expected result with reasonable success. And the 
motivation for doing so would have been that the capability to execute program code which are not 
emitted to code caches allows programmers/designers of the emulation system the versatility of storing 
program code in various different types of memory (e.g., main memory, cache memory, and/or permanent 
storage) within the emulation system depending on their choices and/or the particular architecture of said 
emulation system. 

Claim 7 

The rejection of base claim 6 is incorporated. Buzbee et al. further teach emulating exception 
handling actions that would have been performed by the original computer system during execution (e.g., see source 
machine, source code, asynchronous event handling, trap handling routine, execution, halted col.2:65- 
col.4:65). 



Application/Control Number: 09/997,163 
Art Unit: 2192 



Page 17 



1 1 . Claims 38-40 are rejected under 35 U.S.C. 103(a) as being unpatentable over Buzbee et al. in 

view of Challenger et al. further in view of Shenoy et al. (US 5455924), hereinafter, Shenoy et al.. 

Claim 38 

The rejection of base claim 1 is incorporated. Buzbee et al. do not expressly disclose executing 
translated instructions within the at least one code cache until a cache miss occurs. However, Shenoy et 
al. disclose executing translated instructions within the at least one code cache until a cache miss occurs (e.g., see 
cache, block, execution, store instructions, load instruction Abstract; see program execution, cache 
memory unit, high speed cache, "cache miss" col.1 :34-col.2:48; see instruction execution, store 
instruction, "stalling" col. 5:9-40). It would have been obvious to one of ordinary skill in the pertinent art at 
the time the invention was made to incorporate the teaching of Shenoy et al. into that of Buzbee et al. for 
the inclusion of executing translated instructions within the at least one code cache until a cache miss 
occurs. And the motivation for doing so would have been to provide consistency within the memory 
structure and cache unit of computer system. For instance, if an unfinished load instruction is on the 
instruction queue, then the desired contents of the address for the load instruction have not yet been read 
from external memory. If a subsequent store instruction is allowed to executed before the missed load 
instruction completes then the store instruction may overwrite the desired data in the external memory 
(with the data associated with the store instruction at the same address location) before the data has a 
chance to be read from the external memory for the load instruction (e.g., see Shenoy et al. col. 5:9-40). 

Claim 39 

The rejection of base claim 38 is incorporated. Claim recites limitations, which have been 
addressed in claim 1 , therefore, is rejected for the same reasons as cited in claim 1 . 



Claim 40 
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The rejection of base claim 39 is incorporated. Buzbee et al. further teach repeating the procedures 
of claim 39 until substantially all execution of the program comprises execution of translated program instructions 
within the at least one code cache (e.g., see running of source program, first computer, second computer 
Abstract). 

Conclusion 

12. The prior art made of record and not relied upon is considered pertinent to applicant's disclosure. 

13. Applicant's amendment necessitated the new ground(s) of rejection presented in this Office 
action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). Applicant is 
reminded of the extension of time policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE MONTHS 
from the mailing date of this action. In the event a first reply is filed within TWO MONTHS of the 
mailing date of this final action and the advisory action is not mailed until after the end of the 
THREE-MONTH shortened statutory period, then the shortened statutory period will expire on the 
date the advisory action is mailed, and any extension fee pursuant to 37 CFR 1 .136(a) will be 
calculated from the mailing date of the advisory action. In no event, however, will the statutory 
period for reply expire later than SIX MONTHS from the date of this final action. 

14. Any inquiry concerning this communication or earlier communications from the examiner should 
be directed to Chrystine Pham whose telephone number is 571-272-3702. The examiner can 
normally be reached on Mon-Fri, 8:30am-5pm. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Tuan Q Dam can be reached on 571-272-3695. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR system, 
see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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